New gsu.sy Semi-Conductor fpwc{ucti, Tne.

20 STERN AVE. TELEPHONE: (973) 376-2922
SPRINGFIELD, NEW JERSEY 07081 SERIES (212) 227-6005
USA. FAX: 2
1N4786 - 1N4800 AX: (973) 376-8960
1N4801 - 1N4815
Controlled tuning ratio with planar reliability make the:2 diodes well suited
for frequency synthesizer, VGO and related electronic control and tuning EASHADE
applications. 1L N
GENERAL SPECIFICATIONS (26°C unless noted) ™ }
— Z L
Aating Symibol Vatus T
RAeverse Voltage - Va As Specitied \ M L ! M -—1 0
R ' 0.005 pAde Max @ rated Vg
eversd Voltage Leakage Current R 5.0 pAde Max @ rated Vs TA=1508C
Cevice Chissipation PD 400 mwW Max i DO-7 no-14
o Min Max Win Man
Derate above 25°C 287 mW/oC n 0300 0.300
Junctlon Temparature T +1750C Max M 1.000 1.000
Storage Temparature Tetg _§50C to Z00°C N 0.019 0c21 | ooie | oon
IR e [+) 0097 0.104 0,108 0.140
Case Capacitance Cg DO-7 0.2 ‘;{ T:': o 0 inghat; 1 to mHBmetaes, maltiphy by 38 4.
Series Inductance Lg S nH Typ
ELECTRICAL CHARACTERISTICS lTA = 25%)
Cap + 20% a v Tuning Ratio
@ 4v/1 MHz @ 4Vv/50 MHz Va C1iCq Cyp/Cs
Type Na.* pf Min Min Min Max Case
1M4788 6.8 15 25 2.40 A82 Do.7
1N4T787 8.2 15 5 242 473 DoO-7
1NATEB 10.0 15 25 248 481 oo-7
iN4788 12.0 1B 25 2.36 457 Da-7
1N4790 15.0 15 25 2,37 448 DO-7
1N4791 18.0 15 20 2.36 497 DO-7
14792 220 15 20 2.35 497 007
14783 27.0 15 20 235 498 bBo.g
1NATE4 33.0 15 20 236 495 D07
1N4798 39.0 15 20 2.35 Apd 00-7
144796 470 15 0 233 492 DO-7
1N4787 56.0 18 15 2.32 B0 DO-?
14798 68.0 15 16 230 560 Do-7
1N4789 82.0 15 15 2.26 560 DO-14
tN480O 100.0 1 15 2.24 660 DO-14
1N4801 6.8 15 100 2.40 285 0o.7
1N4802 B.2 15 100 2.42 .283 DO-7
1N4803 10.0 15 100 248 283 DO-7
1N4804 12.0 15 100 238 270 Do.7
tN4gos 15.0 15 100 2.37 247 D07
N4B06 18.0 15 90 238 264 DQ-?
1N4807 22.0 15 80 2,35 .252 DO-7
1NA808 27.0 15 B5 2.35 287 Do-7
1N4809 33.0 15 60 23% 285 DO-7
1N4810 39.0 15 65 2.34 308 Do-7 -
N4 41.0 15 50 233 325 Do-7
IN4B12 56.0 18 40 . 242 354 Do-7
1N4813 68.0 15 30 2.30 406 00-?
1N4g14 82.0 15 20 2.26 491 DO}
1N481S 100.0 15 20 2.24 490 DO-14
*Typa Not shown are for *.20% Cap tolarancs, for £ 10% tolersnce, specify Type No. with "A™ sufflx; for 5% with "Brsutfin; for £ 2% with ¢ suffix,




